
One-gang junction boxes and
system components

Solutions

Energy efficiency 

Construction 

Fire-protection 

Sound insulation 

Radiation protection 

Cable glands 

Service

Assembly instructions 

Certificates 

Declaration of Conformity 

Item-master data 

BIM/CAD Data Installation products 

Tender specifications 

CAD-Daten Industrieprodukte 

Information

News at KAISER 

Pageflip catalogue 

Imprint 

Commercial information 

General Terms and Conditions of Purchase 

Data protection declaration 

Brochures / Catalogs 

Contact to KAISER

  +49 (0) 23 55 / 809-0

  info@kaiser-elektro.de

Mon-Thu: 07:30 - 17:00

Fri: 07:30 - 15:00

        

© KAISER GmbH & Co. KG | Ramsloh 4 | 58579 Schalksmühle | Germany

One-gang junction box with plaster
skin

4 screw domes, distance 60 mm
can be attached to formwork using special
adhesive, adhesive foil, magnet or hot glue

Order number: 1262-60

Depth: 48,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 4

Learn more

One-gang junction box with plaster
skin

4 screw domes, distance 60 mm
can be attached to formwork using special
adhesive, adhesive foil, magnet or hot glue

Order number: 1263-60

Depth: 68,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 4

Learn more

One-gang junction box with plaster
skin

4 screw domes, distance 60 mm
can be attached to formwork using special
adhesive, adhesive foil, magnet or hot glue

Order number: 1264-60

Depth: 83,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 2

Learn more

One-gang junction box with plaster
skin and...

4 screw domes, distance 60 mm
Attachment to formwork via special
adhesive is possible

Order number: 1262-70

Depth: 48,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 4

Learn more

One-gang junction box with plaster
skin and...

4 screw domes, distance 60 mm
Attachment to formwork via special
adhesive is possible

Order number: 1263-70

Depth: 68,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 4

Learn more

One-gang junction box without
plaster skin

4 screw domes, distance 60 mm
Attachment to formwork by means of a
magnet (1261-80)

Order number: 1262-61

Depth: 48,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 4

Learn more

One-gang junction box without
plaster skin

4 screw domes, distance 60 mm
Attachment to formwork by means of a
magnet (1261-80)

Order number: 1263-61

Depth: 68,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 4

Learn more

One-gang junction box without
plaster skin

4 screw domes, distance 60 mm
Attachment to formwork by means of a
magnet (1261-80)

Order number: 1264-61

Depth: 83,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 2

Learn more

One-gang junction box without
plaster skin,...

4 screw domes, distance 60 mm
Attachment to formwork via special
adhesive is possible

Order number: 1262-71

Depth: 48,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 4

Learn more

One-gang junction box without
plaster skin,...

4 screw domes, distance 60 mm
Attachment to formwork via special
adhesive is possible

Order number: 1263-71

Depth: 68,5 mm
Diameter: 60 mm
Markings for cables and DIN EN conduits to
Ø 16 mm: 4

Learn more

Conduit connector

for punching out markings without tools
accepts rigid and flexible DIN EN conduits

Order number: 1261-20

DIN EN conduit Ø: 20 mm

Learn more

Conduit connector

for punching out markings without tools
accepts rigid and flexible DIN EN conduits

Order number: 1261-25

DIN EN conduit Ø: 25 mm

Learn more

Conduit connector

for punching out markings without tools
accepts rigid and flexible DIN EN conduits

Order number: 1261-32

DIN EN conduit Ø: 32 mm

Learn more

Conduit connector

for punching out markings without tools
accepts rigid and flexible DIN EN conduits

Order number: 1261-40

DIN EN conduit Ø: 40 mm

Learn more

Conduit connector 60°

space-saving entry of conduits in confined
spaces, e.g. door and window areas
for punching out markings without tools
for fitting flexible DIN EN conduits 25 mm

Order number: 1266-25

Learn more

Distance piece 142

for connecting to all one-gang junction
boxes at 142 mm centre distance
for separate covering, e.g. low-voltage in
combinations with sockets with protection
against accidential contact.
also for overhead boxes
with push-stud connector for extension
elements

Order number: 1261-18

Learn more

Magnet

for fixing terminals in the box
for shockproof fixing of one-gang junction
boxes in horizontal formwork
Adhesive force 900 N
after striking of the formwork, the magnet
remains on the formwork table
Centering for correct positioning in the
case of automated manufacture

Order number: 1261-81

Learn more

Plaster compensation ring

for latching on the one-gang junction box
screw distance to equipment attachment
60 mm
with moulded-in plaster skin to prevent
ingress of cleaning material

Order number: 1261-60

Diameter: 60 mm
Height: 14,5 mm

Learn more

Extension element 10 to 50 mm

for fitting of overhead one-gang junction
boxes at greater heights
can be attached to one-gang junction
boxes or abutment using push-stud
conduit connector

Order number: 1261-10

Installation heights, vertical: 50 mm
Installation heights, horizontal: 10 mm

Learn more

Abutment

for fitting of overhead one-gang junction
boxes at greater heights
for fixing to formworks

Order number: 1261-11

Learn more

Abutment

for fitting of overhead one-gang junction
boxes at greater heights
for fixing to formworks

Order number: 1261-72

With special adhesive: Yes

Learn more

Universal extension element 105 to
170 mm

for fitting of overhead one-gang junction
boxes at greater heights
height adjustable in increments of 5 mm

Order number: 1261-06

Length (+ box installation height): 105 - 170
mm
attached using hot glue on formwork table:
Yes

Learn more

Universal extension element 175 to
300 mm

for fitting of overhead one-gang junction
boxes at greater heights
height adjustable in increments of 5 mm

Order number: 1261-07

Length (+ box installation height): 175 - 300
mm
attached using hot glue on formwork table:
Yes

Learn more

Universal extension element 105 to
170 mm

for fitting of overhead one-gang junction
boxes at greater heights
height adjustable in increments of 5 mm

Order number: 1261-08

Length (+ box installation height): 105 - 170
mm
can be attached to one-gang junction boxes
or abutment using push-stud conduit
connector: Yes

Learn more

Universal extension element 175 to
300 mm

for fitting of overhead one-gang junction
boxes at greater heights
height adjustable in increments of 5 mm

Order number: 1261-09

Length (+ box installation height): 175 - 300
mm
can be attached to one-gang junction boxes
or abutment using push-stud conduit
connector: Yes

Learn more

Slab ceiling large box 115

for factory fitting
Installation height 115 mm, with metal nut
M5 for light hook (min. hook length: 115
mm + plaster thickness)
with screw-down cover for onsite fitting of
conduits
suitable for all types of formwork
maximum light hook load to DIN EN
60670 100 N (10 kg)

Order number: 1227-55

Depth: 115 mm
Number of parts: 2
Markings for cables and DIN EN conduits up
to Ø 25 mm: 8

Learn more

Slab ceiling large box 105

for factory fitting
installation height 105 mm, with metal nut
M5 for light hook (min. hook length 105
mm + plaster thickness)
for space frame heights up to 11 cm (incl.
distance pieces)
with screw-down cover for onsite fitting of
conduits
suitable for all types of formwork
maximum light hook load to DIN EN
60670 100 N (10 kg)

Order number: 1227-54

Depth: 105 mm
Exit opening Ø: 60 mm
Markings for cables and DIN EN conduits up
to Ø 25 mm: 8

Learn more

Light hook

for retrofitting ceiling boxes (EN 60670)
maximum light hook load to DIN EN
60670 100 N (10 kg)
with M5 thread, fully-insulated

Order number: 1226-97

Length of shank: 105 mm
Diameter hook: 26 mm
Thread length: 10 mm

Learn more

Light hook

for retrofitting ceiling boxes (EN 60670)
maximum light hook load to DIN EN
60670 100 N (10 kg)
with M5 thread, fully-insulated

Order number: 1226-98

Length of shank: 115 mm
Diameter hook: 26 mm
Thread length: 10 mm

Learn more

Light hook

for retrofitting ceiling boxes (EN 60670)
maximum light hook load to DIN EN
60670 100 N (10 kg)
with M5 thread, fully-insulated

Order number: 1226-99

Length of shank: 125 mm
Diameter hook: 26 mm
Thread length: 10 mm

Learn more

Wall and ceiling transition

for fitting to formwork edging
with moulded-in measurement strip to
achieve the exact installation height in 5
mm steps
with closing cover to prevent ingress of
material

Order number: 1261-12

DIN EN conduit Ø: 25 mm

Learn more

Wall and ceiling transition

for fitting to formwork edging
with moulded-in measurement strip to
achieve the exact installation height in 5
mm steps
with closing cover to prevent ingress of
material

Order number: 1261-73

DIN EN conduit Ø: 25 mm
With special adhesive: Yes

Learn more

Wall and ceiling transition 90°

for easier drawing of cable through 90°
bends
for fitting to formwork edging
accepts rigid and flexible DIN EN conduits
with closing cover to protect against
foreign bodies

Order number: 1261-16

DIN EN conduit Ø: 20 mm

Learn more

Wall and ceiling transition 90°

for easier drawing of cable through 90°
bends
for fitting to formwork edging
accepts rigid and flexible DIN EN conduits
with closing cover to protect against
foreign bodies

Order number: 1261-14

DIN EN conduit Ø: 25 mm

Learn more

Oval funnel

for the simple connection of DIN EN
conduits with tolerance compensation for
wall-wall and wall-ceiling transitions
for installation on the transition edge
accepts rigid and flexible DIN EN conduits
with closing cover to prevent ingress of
material

Order number: 1261-42

DIN EN conduit Ø: 20 mm

Learn more

Oval funnel

for the simple connection of DIN EN
conduits with tolerance compensation for
wall-wall and wall-ceiling transitions
for installation on the transition edge
accepts rigid and flexible DIN EN conduits
with closing cover to prevent ingress of
material

Order number: 1261-43

DIN EN conduit Ø: 25 mm

Learn more


